HEAT EXCHANGERS

CAT NO/ DRG NO ROL-ABOC-04
REVISION:-03
SHELL & TUBE TYPE DATE-24.06-13
N1 OIL N2 OIL

WATER

OUT LET N4 A
N

I?iLET

CIC

OUTLET

amann|
1

|
[HI

AIR VENT |
ST

o L
WATER =T =TT
INLET N3 HH l% EH DRAIN
o R M
— |—— A —

S HEAT DUTY

No.| MoEL | A | Bt|B2| ¢ | cic | D | e WSR2 KA e —] OlLLPM

1_|RWC410 | 260 | 45 |40 @114 | 130|120 | 170] 34" |34 | 750 | 145 | 087 | 5 -8

2 |RWCT0A 260 | 45 | 40| @114 | 130|120 | 170| 34" |34 | 1200 | 185 | 139 | 8 - 10

3_|RWC415_| 380 | 45 | 40| 0114 | 250 [ 120 | 170| 34" |34 | 1500 | 230 | 174 | 10 - 20

4_|RWCAT8 440 | 45 | 40| 0114 | 310|120 | 70| 34" |34 | 2000 | 31 |232 | 12 - %
5| RWC-424_| 600 | 45 | 40| @114 | 470 | 120 | 170| 34" |34 | 2400 | 37 | 279 | 15 - 30
6 |RWC430 | 745 | 45 | 400114 | 616|120 | 170] 34" | 34" | 3000 | 46 [349 | 20 - 36
7 [RWC430A | 745 | 45 | 40 | @114 | 615|120 |170| 34" |34 | 4000 | 62 | 465 | 25 - 46
8 | RWC-432A | 810 | 45 | 40| 0114 | 680|120 [ 70| +* | 1" | 6000 | 77 | 581 | 30 - 5
9| RWC616_| 405 | 50| 45| 0164 | 275 |60 | 215| 1 | 112 | 6000 | 925 | 700 | 3 - 75
10 | RWC-618 | 465 | 50 | 45| 0164 | 310|160 | 216| 14/ | 11/2 | 6800 | 105 |79 40 - 90
11 | RWC-620 | 500 | 50 | 45| 0164 | 3656 | 160 | 216| 14/ | 11/2 | 8000 | 12 |93 50 - 100
12 | RWC-624 | 600 | 50 | 45| 0164 | 455 | 160 | 215| 112" | 1172 | 9500 | 1472 | 11.00 | 60 - 110
13 |RWC-630 | 745 | 50 | 45| 0164 | 600 | 160 | 215 114/2" | 112" | 11500 | 1783 | 1337 | 80 - 150
14 | RWC-634 | 645 | 50 | 45| 0164 | 700 | 160 | 215| 11/ | 1172 | 13000 | 20.16 | 1611 | 105 - 190
15 |RWC-640 | 1020] 50 | 45| @164 | 875 | 160 | 215| 11/2' | 112 | 16600 | 25 | 1918 | 125 - 230
16 | RWC-648 | 1180] 50 | 45| 0164 | 1035 | 160 | 25| 1172 | 112 | 18500 | 287 | 2151 | 140 - 270
17 | RWGC-830 | 745 | 65 | 50| 0219 | 570 | 225 | 275 |2 Flange | 2° | 20000 | 3100 | 2325 | 180 - 370
18 | RWC-834 | 845 | 65| 50| 0219 | 670 | 225 | 275 |2 Flange | 2 | 23000 | 3566 | 265 | 220 - 415
19 |RWC-836 | 950 | 65 | 50| 0219 | 775 | 225 | 275 |2 Flange | 2 | 25000 | 40 | 290 | 230 - 440
20 |[RWC-848 | 1180] 65 | 50| @219 | 1005 | 225 | 275 |2'Flange | 2 | 33000 | 5116 | 3837 | 240 - 465
21 | RWC-860 | 1500| 65 | 50| 0219 | 1325 | 225 | 275 |2 Flange | 2 | 42000 | 65.11 | 4883 | 280 - 535
22 | RWC-1036 | 915 | 105 75| @272 | 730 | 280 | 360 |2 Flange | 2| 46000 | 69.77 | 5232 | 300 - 510
23 | RWC-1048 | 1180|105 | 75| @272 | 995 | 280 | 360 |2 Flange | 2| 58000 | 9000 | 6744 | 320 - 610
24 | RWC-1054 | 1350 | 105 | 75| @272 | 1165 | 280 | 360 |2 Flange | 2| 67000 | 10388] 77.9 | 350 - 690
25 | RWC-1060 | 1500 [105| 75| @272 | 1315 | 280 | 360 |2'Flange | 2 | 74000 | 114.72] 8600 | 380 - 720
26 | RWC-1242 | 1060 | 115 75| ©324 | 845 | 330 | 405 |2 1/2" Flan| 21/2' | 90000 | 1395 | 104.65 | 410 - 750

NOTE 1) MODELS ARE DESIGNED AND MANUFACTURED AS PER IS 4503 STD

2) Water Flow Rate in LPM:- 1.23 times of oil flow
3) 'G' 120mm Dimension is fixed for Model RWC-410 & RWC-410A.
4) All dimensions having tolerance of + 2mm

DESIGN DATA SHELL TUBE
Design pressure Kg/icmsq 10 5
Test Pressure Kg/cmsq 15 75
Design Temperature 100°C 100°C
Operating Temperature IN 65°C 32°C
Operating Temperature OUT 55°C 42°C

DIMENSION AND SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT ANY PRIOR NOTICE.
AS WE ARE CONSTANTALY ENDEAVORING THE PERFORMANCE AND QUALITY OF OUR MODELS.

ALL DIMENSIONS ARE IN MM




